COMMISSIONER

DESIGN SPECIALTY RESPONSE

TAPERED DIRECTIONAL PARK MELLOW
HYBRID CAMBER GROOMERS MEDIUM
POW AGGRESSIVE

CONSTRUCTION FEATURES

Directional Hybrid Camber — Tapered Elliptical Progressive Sidecut — Sintered, Stone Ground Race Base
Paulownia Core — Slimewalls® — Carbon Slimewalls® — Carbon Array 5™ — Silencer 5™
Aluminum Carbon Topsheet — Carbon Infused Glass

SIZE WAIST WIDTH SIDECUT RADIUS TIP & TAIL INSERT LOC. REF. STANCE RIDER WEIGHT

()} (MM) (M) WIDTH (MM) BACK (MM) (MM) (LBS / KG)
153 250 - 8.0 - 296 / 286 -19 533 100-180 / 45-82
155 254 - 9.0 - 300 /290 -19 559 125-205/ 57-93
158 257 - 10.0 - 303 /293 -19 559 130-210/ 59-95
162 261 - 11.0 - 307 /297 -19 559 140-220+ / 64-100+
165 266 - 12.0 - 312 /302 -19 584 150-220+ / 68-100+

157W 264 - 10.0 - 310/ 300 -19 559 140-220+ / 64-100+




