SUPERPIG

DESIGN SPECIALTY RESPONSE

TAPERED DIRECTIONAL PARK_ MELLOW
HYBRID CAMBER GROOMERS MEDIUM
POW AGGRESSIVE

CONSTRUCTION FEATURES

Directional Hybrid Camber — Tapered Bi-Radial Sidecut — Sintered, Stone Ground Race Base
Performance™ Core — Cleave Edge™ — NEW! Carbon Slim Walls® — Double Impact Plates
Carbon Array 5™ — Carbon Infused Glass

SIZE WAIST WIDTH SIDECUT RADIUS TIP & TAIL INSERT LOC. REF. STANCE RIDER WEIGHT
(CM) (MM) (M) WIDTH (MM) BACK (MM) (MM) (LBS / KG)
X-SMALL 250 4.6 - 5.6 301 /291 0 483 60-160 / 27-73
SMALL 260 5.1 - 6.2 311 /301 0 533 100-205 / 45-93
MEDIUM 265 5.4 - 6.5 316 / 306 0 559 130-210/ 59-95
LARGE 270 5.6 - 6.9 321 /311 0 559 140-220+ / 64-100+
X-LARGE 277 5.9 - 7.2 328/318 0 584 170-220+ / 77-100+




