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Recommended pilot holes 

Material

Soft materials e.g. Plywood

Hard material e.g. Fiberglass, Acrylic, Hardwoods

2.3-2.5 mm

2.7-3.1 mm  (7/64”)

  (3/32”)

3.5 mm (0.138”)#6

HDS-16 Carbon
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Mounting Template

IMPORTANT. Do not use this template if it has been rescaled by copying or printing. If 
this is not the original, or is a print from a file, please check the dimension lines below 
are to scale before use.

IMPORTANT. Ne pas utiliser ce gabarit s’il a été photocopié ou imprimée en format 
réduit ou agrandi. Si ce gabarit n'est pas un original, ou si c'est une version imprimée 
d’un fichier PDF, veuillez vérifier qu’il est à l’échelle avant de l’utiliser.

IMPORTANTE. No utilizar esta plantilla si ha sido reajustada por fotocopiadora o por im-
presora. Si esta no es la plantilla original, o es una impresión desde un archivo, por favor 
verifique que las líneas de dimension están a escala antes de su uso.

WICHTIG. Diesen Vordruck nicht verwenden, wenn er durch Kopieren oder Drucken im 
Maßstab verändert wurde. Sollte es nicht das Original oder ein PDF-Ausdruck sein, 
müssen untenstehende Zeilen vor erwendung an den richtigen Maßstab angepasst 
werden.

BELANGRIJK. Gebruik deze mal niet indien de schaal is veranderd doordat het is gecop-
ieerd of gedrukt. Indien deze mal niet het origineel of een print van PDF is, controleer 
dan of de onderstaande lijnen de juiste schaal zijn voordat u ze gebruikt.

IMPORTANTE. Não utilize este gabarito se a escala do mesmo tiver sido alterada por 
cópia ou impressão. Se não for o original ou uma cópia impressa de um arquivo PDF, 
verifique as linhas abaixo, para acertar a escala antes da utilização.

VIKTIGT. Använd inte denna mall om den skalats om genom utskrift eller kopiering. Om 
detta inte är originalet eller en utskrift från en PDF, kontrollera att linjerna nedan stäm-
mer med skalan innan det används.

IMPORTANTE. Non utilizzare questo modello se è stato ridimensionato copiandolo o 
stampandolo. Se questo non è l’originale o la stampa di un file PDF, verificare se le linee 
che seguono devono essere dimensionate prima di essere utilizzate.

TÄRKEÄÄ. Älä käytä tätä kaaviota, jos sen mittakaava on muuttunut kopio-idessa tai tulo-
staessa. Jos tämä ei ole alkuperäinen tai PDF tuloste tarkista rajat mittakaavasta alla 
ennen käyttöä.

注意：请尽量不要使用本安装挖孔尺寸模版图的复印件。如果使用复印件，则在
使用之前请确认其比例一定要与原件大小必须一致。

중요: 복사나 출력으로 크기가 조정 된 경우 이 템플릿을 사용하지 마십시오. 
원본이 아니거나 인쇄물이면, 사용하기 전 아래 치수선의 눈금을 확인 해 
주십시오.

注：このテンプレートは印刷やコピーによって縮尺が変わっていることがありま
すので使用しないで下さい。テンプレートがオリジナルのものでない場合には、
下の寸法線を使って縮尺を確認してください。

ВНИМАНИЕ: Не используйте эту инструкцию, если она была изменен
а в размерах при копировании или распечатке. Если вы используете 
не оригинал, а распечатку из файла, убедитесь в соответствии разм
еров линейки в нижней части инструкции с действительными разме
рами.

Check dimensions before cutting
12"

300 mm
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 HDS Carbon   
 Quick Start Guide

Overview

No. Key Function

1 Touchscreen

2 Pages key Activates the home page

3 Cursor keys Pans the cursor, moves through menu items and adjusts values

4
Zoom out/
Zoom in keys  

Zooms the screen; press keys simultaneously to save a Man 
Overboard (MOB) waypoint 

5 Exit (X) key
Exits dialogs, returns user to the previous menu level and removes 
the cursor from the screen

6 Menu key
Activates the panel menu; press twice to access the Settings 
menu; press and hold to hide the panel menu

7 Waypoint key
Opens the new waypoint dialog; press twice to save a waypoint; 
press and hold to access the Find menu

8 Enter key Confirms selections and saves settings

9 Panel key
Switches the active panel on a multiple-panel display; press and 
hold to expand the active panel to a full-page panel

10 Power key
Opens the System Controls dialog, adjusts the backlight level and 
powers the unit on/off

11 Card reader door

12 microSD card readers
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Power key

• Press and hold: Powers the unit on/off

• Single press: Opens the System Controls dialog

• Repeated presses: Changes brightness level

System controls dialog

Function Description

Settings Opens the settings menu

Standby Turns off the screen and switches unit into a low-power mode 

Power off Turns off unit

Brightness Opens backlight adjustment slider

Night mode
Dims the backlight and displays a palette designed for low-light 
conditions

Touch lock Disables the touchscreen

Adjust splits Allows user to adjust panel size when multiple panels are displayed

Data overlay Turns on/off data overlay display

Edit overlay Allows editing of the size, position and content of overlay data
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Home page

No. Description

1 Tools panel. Select an icon to access menu options.  

2 Favorites panel. You can display, create, edit and delete Favorite pages.  
Repeatedly tapping the Pages key will cycle through saved favorite pages.

3 Applications. Select an icon to view a page full screen. Press and hold an icon to 
view quick split page options. 

4 Scroll up/down to view all menu items.   

5 Select Exit to return to the previous active page.

6 Local time. 

7 Water depth. 

Device configuration
When you start up the unit for the first time, or after  
restoring defaults, the configuration dialog appears. 

Select Configure this device to use the configuration 
wizard to configure the unit and other networked devices.  
Select Close to manually configure settings.
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Selecting pages

Accessing quick splitscreen pages (quick splits)

 Customizing favorite pages

Several panel configurations are available: 

Press and hold the page icon

Tap the page icon
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Menus
Hiding the page menu

 ¼ Note: You can also press and hold the Menu key for three seconds to hide a page 
menu. The menu is restored by pressing the Menu key.

Settings menu

Data overlay  

To hide a page menu, drag it to the right Restoring a page menu
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Saving a Man Overboard (MOB) waypoint

Using the cursor
Tap the screen or press the Cursor keys to activate the cursor. Drag your finger in any 
direction to pan the screen. Select Clear Cursor or press the Exit key to remove the 
cursor from the page.

Multi-touch zooming
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Cursor assist mode
Press and hold your finger on the screen to switch the cursor to cursor assist mode. The 
selection tool will appear above your finger. Drag the selection tool over the desired 
item.  

Creating a waypoint
The waypoint will be positioned at the cursor when the cursor is active. When the cursor 
is not active, the waypoint will be positioned at your current location. 

 ¼ Note: Press the dedicated waypoint key twice to quickly save a waypoint. 

Sonar

Adjusting sonar settings
Sensitivity and Colorline are adjusted by dragging the slide bar vertically.  The slide bar is 
accessed by tapping Sensitivity or Colorline on the Sonar menu. 
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Fishing modes
Consists of preset packages of sonar settings designed for specific fishing conditions. 

 ¼ Note: Use fresh water fishing mode when fishing in less than 60 feet of water.

Viewing sonar history
Sonar history can be viewed by dragging your finger horizontally across the screen, or 
across the history preview bar, at the top of the screen.

Selecting a sonar frequency

 ¼ Note: StructureScan® frequencies (800 kHz and 455 kHz) are selected from the 
Structure page frequency menu.
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