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GEOMETRY CHART
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XS 575 579 356 435 431 646 634 1074 1074 58 50 95 700 690 730 720 677 688 393 380 602 = 609
M 590 593 394 435 431 661 659 1090 1090 = 58 50 100 700 690 730 720 714 724 406 394 607 614
MD 610 614 419 435 431 682 680 110 1110 = 58 51 10 700 690 730 720 737 744 424 411 617 624
LG 630 634 483 435 431 702 700 1131 1131 = 58 51 120 700 690 730 720 786 796 441 428 626 632
XL 650 654 533 435 431 72 721 1151 1151 58 51 130 700 690 730 720 832 837 458 445 635 643
XS 226 228 140 1721 170 254 249 423 423 228 20 37 700 690 730 720 267 271 155 150 237 = 240
M 232 233 155 171 170 260 260 429 429 228 20 39 700 690 730 720 281 285 160 155 239 242
MD 240 242 165 171 170 269 268 437 437 228 20 = 43 700 690 730 720 200 293 167 162 243 246
LG 248 250 190 171 170 276 276 445 445 228 20 47 700 690 730 720 310 313 174 168 246 249
XL 256 257 210 171 170 284 284 453 453 228 20 51 700 690 730 720 328 330 180 175 250 253
GEOMETRY KEY HEIGHT RECOMMENDATIONS
®
® \ 5-0"-5'5" 53"-5'9" 58"-60" 511"-6-3" 63'-6'7"
® . H 1.53-1.65M 16-1.75M 1.73-1.83M 1.8-191M 191-2.01M
™ '
1 FOR RIDERS WHO FALL BETWEEN SIZES WE RECOMMEND SIZING DOWN FOR A MORE MANEUVERABLE RIDE
OR SIZING UP FOR MORE STABILITY.
Qk/v THE BEST WAY TO DETERMINE WHICH SIZE IS FOR YOU IS TO TEST RIDE A NINER AT ONE OF
| OUR DEALERS OR DEMO EVENTS.
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TECHNICAL SPECIFICATIONS
FRAME FITTINGS AND MOUNTS ALL SIZES HAVE TWO BOTTLE MOUNTS REAR SUSPENSION TRAVEL
INSIDE FRONT TRIANGLE; TITANIUM
FRAME GUARDS
MAXIMUM FRONT SUSPENSION 120MM FORK OFFSET 51MM
SHOCK SIZE SHOCK MOUNTING HARDWARE
SUGGESTED SHOCK SAG SEATPOST SIZE
SEAT COLLAR SIZE CABLE ROUTING FULL SLEEVE INTERMAL CABLE ROUTING
FRONT DERAILLEUR SIDE SWING, FRONT PULL FRONT HEADSET SIZE ( 1.5" TAPERED INTEGRATED
DERAILLEUR (CAMPY STYLE) HEAD TUBE, HEADSET
INCLUDED, CANE CREEK DESCRIPTION:
1S .6 | 40
PIVOT BEARING SPECS CHAINRING COMPATIBILITY ATIBLE WITH STANDARD 1>
EMS
MAXIMUM CHAINRING SIZE £X CHAIN RING SIZE: 36T - BOOST Q-FACTOR 168MM
CHAINRING RECOMMENDED
ISCG COMPATIBILITY N/A BOTTOM BRACKET TYPE 73MM P BB SHELL (ADAFTERS
REQUIRED FOR BSA TYPE BBS)
BIOCENTRIC COMPATIBLE? BRAKE MOUNT TYPE POST MOUNT
MAXIMUM REAR ROTOR SIZE REAR WHEEL SPACING BOOST 14
REAR WHEEL THROUGH-AXLE SPEC FRONT WHEEL AXLE SPACING BOOST 11¢
FRONT WHEEL THROUGH-AXLE MAX TIRE SIZE

SPEC




