
CARATTERISTICHE TECNICHE
TECHNICAL CHARACTERISTICS

*VISIERE DISPONIBILI | AVAILABLE VISORS

METAL SILVER

DARK GREEN

SMOKE

CLEAR

ROTAZIONE MENTONIERA CON 
TRAIETTORIA ELLITTICA (brevettato)
I l  movimento di rotazione della 
mentoniera con traiet toria elli t t ica 
permet te di contenere la sezione 
f rontale del casco, quando la 
mentoniera è in posizione aperta. Di 
conseguenza, l’ef fet to “vela” risulta 
notevolmente ridot to ed il comfort di 
guida ugualmente garantito, anche 
con mentoniera sollevata.

CHIN GUARD ROTATION WITH 
ELLIPTICAL TRAJECTORY (patented)
The chin guard rotation movement with 
e l l ipt ica l t ra jectory makes i t poss ib le 
to keep the total s ize of the helmet’s 
front section to a minimum, when the 
chin guard is open. The “sai l” effect is 
consequently highly reduced and rid ing 
comfort is st i l l guaranteed, even when the 
chin guard is l i f ted. 

DUAL ACTION (brevettato)
Esclusivo sistema di aper tura della 
mentoniera che, posizionato al centro 
della stessa, ne consente l’apertura 
con una sola mano. Il meccanismo 
a doppia azione riduce il rischio di 
aperture accidentali : solo dopo avere 
azionato la prima leva di sblocco (o 
sicura) è, infat ti, possibile sollevare 
la mentoniera, agendo sulla seconda 
leva.

DUAL ACTION (patented)
Exc lus ive DUAL ACTION ch in guard 
opening system. Posit ioned in the centre 
of the chin guard, it al lows for easy, 
one-handed opening. The dual act ion 
opening mechanism reduces the risk
of accidental opening: the chin guard can 
be opened only operating the fi rst release 
lever (or safety lock) and then activating 
the second lever.

MICROLOCK 2 (brevettato)
È un sistema di ritenzione con regolazione 
micrometrica, a doppia leva, brevet tato. 
È composto da una leva di aper tura 
ergonomica in materiale termoplastico 
ed una seconda, dentata e di tenuta, in 
alluminio. La leva dentata libera la 
fascet ta micrometrica ed è, per tanto, 
possibile aprire il sot togola solo dopo 
che la leva di aper tura ha ef fet tuato una 
rotazione molto ampia. Tale accorgimento 
r iduce la possibi l i tà di aper ture 
involontarie.

MICROLOCK2 (patented)
It is a patented double lever retention system 
with micrometric adjustment. It consists of a 
thermoplastic ergonomic opening lever, and of 
a second aluminium toothed and holding lever. 
The toothed lever releases the micrometric 
strip, thus the chin strap can only be open with 
a very broad rotation of the opening lever. This 
device min imizes the poss ib i l i t y of 
unintentional opening of the retention system.

AIRBOOSTER TECHNOLOGY
L’esclusivo sistema di ventilazione superiore
“AirBooster Technology” assicura una 
ot timale aerazione laddove la testa 
del pilota necessita maggiormente: 
l’aria viene, infat ti, prelevata dalle 
prese d’ar ia frontali e condot ta 
forzatamente, senza dispersioni, nelle 
zone più critiche, al fine di garantire il 
massimo comfort anche in condizioni 
di guida estreme. 

AIRBOOSTER TECHNOLOGY
The exclus ive “AirBooster Technology” 
upper system ensures optimal venti lat ion 
where the rider’s head most requires: the 
air is extracted from the upper air intake 
and forced into the most crit ical areas, 
avoiding any dispers ion, to guarantee 
maximum comfort also in extreme riding 
condit ions. 

PREDISPOSIZIONE N-COM
Il casco è predisposto ed omologato 
con il sistema di comunicazione N-Com 
e con l’innovativo ESS (Emergency 
Stop Signal) .

COMPATIBILITÁ PRODOTTI N-COM
B902L R series - B902 R series
B601 R series - ESS - MCS III R series
(Per maggiori informazioni, vedi pag. 208).

SET UP FOR N-COM COMMUNICATION 
SYSTEM
The helmet is set up and approved with instal led 
N-Com communication system and with the 
innovative ESS (Emergency Stop Signal).

N-COM COMPATIBILITY
B902L R series - B902 R series - B601 R series 
- ESS - MCS III R series
(For further information see page 208).

TAGLIE | SIZES
TAGLIE DISPONIBILI

AVAILABLE SIZES 8 XXS XS S M L XL XXL XXXL
CALOTTE INTERNE
INNER SHELLS (EPS) 6 • • • • • •
CALOTTE ESTERNE

OUTER SHELLS (POLYCARBONATE) 2
CIRCONFERENZA
CIRCUMFERENCE CM 54 55 56 58 60 62 64 65
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VISOR* VISION
PROTECTION SYSTEM

VENTILATION
SYSTEM

COMFORT PADDING WITH 
ANTIBACTERIAL TREATEMENT FINISHING

n  IN THE PRODUCT 
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n  IN THE BOX
n  READY FOR 
n  MICROLOCK2

n  MICROLOCK
n  DOUBLE D-RING
n PINLOCK FSB (4L)

N100-5 PLUS
OVERLAND N-COM n n n n n n n n n n n n n n n n n n n n n n n n
DISTINCTIVE N-COM n n n n n n n n n n n n n n n n n n n n n n n n

N100-5
LIGHTSPEED N-COM n n n n n n n n n n n n n n n n n n n n n n n
HILLTOP N-COM n n n n n n n n n n n n n n n n n n n n n n n
BALTEUS N-COM n n n n n n n n n n n n n n n n n n n n n n n
HI-VISIBILITY N-COM n n n n n n n n n n n n n n n n n n n n n n
CONSISTENCY N-COM n n n n n n n n n n n n n n n n n n n n n n n
CLASSIC N-COM n n n n n n n n n n n n n n n n n n n n n n
SPECIAL N-COM n n n n n n n n n n n n n n n n n n n

LPC - LINER POSITIONING CONTROL
(disponibile solo su N100-5 PLUS)
Tale sistema consente di eseguire una 
regolazione della posizione della cuf fia 
il che, a parità di taglia del casco, 
permet te di cambiare l’asset to del 
casco stesso sulla testa adat tandolo 
alle diverse esigenze e conformazioni 
anatomiche.

LPC - LINER POSITIONING CONTROL
(avai lable only on N100-5 PLUS)
This system al lows for the regulating of 
the posit ion of the l iner to be adjusted, 
meaning that the helmet can be adapted 
to varying requirements and head shapes 
without changing the size.
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